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CALI BRATI ON STANDARD REQUI REMENT FOR
A DECADE RESI STOR
(SI X DECADES, 1 OHM STEPS)

1. SCOPE

1.1 Scope. This requirenment defines the nechanical, electrical, and
el ectronic characteristics for an AC/ DC Resi stance Decade Box. This equipm
is intended to be used by Navy personnel in shipboard and shorebase

| aboratories to calibrate electrical equipnment such as thernoneter bridge
ohmeters, and negaohmmeters. For the purpose of this requirenent, the AC
Resi st ance Decade Box shall be referred to as the DR

2. APPLI CABLE DOCUMENTS

2.1 Oontrolling Specifications. M L-T-28800, "MIlitary requirenent, Test
Equi prent for wuse wth Electrical and Electronic Equipnment, GCenera
specification for”, and all docunents referenced therein of the issues
effect on the date of this solicitation shall forma part of this requirene

3.  REQUI REMENTS

3.1 General . The DR shall conform to the Type I1l, Cass 5, Style E
requirenments as specified in ML-T-28800 for Navy shi pboard and shorebased
as nodified bel ow The use of material restricted for Navy use shall

governed by M L-T-28800.

3.1.1 Design and Gonstruction. The DR design and construction shall neet the
requi renents of ML-T-28800 for Type Il equi pnment.

3.1.2 Power requirenents. No power is required.

3.1.3 Onension and VWight. Maxi mum di nensions shall not exceed 18 inches
(46 cm) in width, 4 inches (10 cm) in height, and 5 inches (13 cn) in dept
The wei ght shall not exceed 9 pounds (4.4 kg).

3.2 HEwironnental Requirenents. The DR shall neet the environnental
requi renents for a Type Il, Cass 5 Style E equipnment with the deviatic
speci fi ed bel ow

3.2.1 Tenperature and HUmidity. The DR shall neet the conditions bel ow

Tenper at ure((Q Rel ative Hinidity(%
Oper ati ng 10 to 30 95
30 to 40 75
Non- oper ati ng -40 to 70 Not controlled
3.2.2 Hectronagnetic Gonpatibility. The electromagnetic conpatibility

requi renents are not applicable.

3.3 Reliability. Type Il reliability requirenents are as specified in ML-T-
28800.



3.3.1 Gdlibration Interval. The DR shall have an 85% or greater probability
of remaining within tolerances of all requirenents at the end of a 12 nor
peri od.

3.4 Mintainability. The DR shall neet the Type Il nmaintainability
requi renents as specified in ML-T-28800 except the |owest discrete conpon
shall be defined as a replaceable assenbly. Certification tinme shall n

exceed 60 m nut es.

3.5 Perfornance Requirenents. The DR shall provide the follow ng capability
as specified bel ow

3. 5.1 Range. The DR shall have six decades with el even step/ decade (0 to
10) for a total range of 0 to 1,111,110 ohns.

3.5.2 lhcertainty. The resistor’s basic uncertainty shall be equal to or
better than (0.01% of sel ected val ue +.002 ohns.

3.5.3 Tenperature efficient. The tenperature coefficient shall be a
maxi mum of (10 ppnm (C above 100 ohns and (20 ppnf (C for 100 ohns and bel ow

3.5.4 MximumQurrent . The maxi mum current for each decade shall be
i ndi cated on each dial and shall be at least that given in the table bel ow

Total Resi stance Resi st ance/ S ep Maxi num Qur r ent
( Amps)
10 1 0.8
100 10 0. 250
1, 000 100 0. 08

10, 000 1, 000 0.023

100, 000 10, 000 0. 007
1, 000, 000 100, 000 0. 0023

3.5.5 Sntch Resistance. Switch resistance shall not exceed 0. 0005 ohns.

3. 5. 6 Zero | nductance. The i nductance shall not exceed 0.8 uH when all
dials are set to the zero tol erance position.

3.5.7 Termnal s. Two | owthermal -enf jack-top binding posts shall be
provided with a third as a shield term nal. The spacing shall be the
standard 3/4 inch. They will be | ocated on the front panel.

3.5.8 Shorting Bar. A renovabl e shorting bar shall be provided to connect
the low term nal and the shield termnal.

3.6 Minual. At |east two copies of an operation and nai ntenance manual shal
be provided. The manual shall neet the requirenents of ML-M 7298.

3.6.1 GQGlibration Procedure. The nmanual shall include a <calibration
procedure in accordance with M L-M 38793.







